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	书签4D90BE35　　　　　　　　　　温度保护
	书签475D6E15　　　　　　　　　　有
	书签A46EB0F1　　　　　　　　　　有
	书签E1CEF6D3　　　　　　　　　　P1-P100无极调光
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	书签55C4E7FB　　　　　　　　　　按下频道设置按钮［     ］显示屏上的CH一频道会闪烁，再旋转频道调节旋钮可以调节CH01-CH48循环调整，调到需要的频道后再按一下频道设置按钮［       ］或等4秒后自动确认为当前频道。
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	书签5D2268C5　　　　　　　　　　1\)本型号的灯可以设置1-48联控频道，不同频道的灯调节不会相互干扰。
	书签CC9A3DAA　　　　　　　　　　3 \)对同一组别的灯进行无线联控时，需要设置为同一频道。
	书签E3E0D420　　　　　　　　　　注:调节任何一台灯的功率都会同步到相同频道相同组别的灯。
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	书签DDD47EBF　　　　　　　　　　同一组别的亮度调整，只要调整同一组别的任何一台灯，同频同组的其他影视灯将会跟随调整灯同步调整。
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	书签3D71138D　　　　　　　　　　当电量用尽时电池容易漏液。所以为了避免产品受损，请在长期不使用本产品或电量用尽时取出电池。
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	书签77201A02　　　　　　　　　　Specification
	书签5AB6F56D　　　　　　　　　　Model
	书签5DAF560C　　　　　　　　　　Input Power
	书签659E70C4　　　　　　　　　　Output Power
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	书签16E56A57　　　　　　　　　　50,000 Hrs
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	书签A21C8C2A　　　　　　　　　　5.Display
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	书签05537774　　　　　　　　　　9.Control Mode
	书签ACE95231　　　　　　　　　　6.Channel Setting
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	书签82AE2D6A　　　　　　　　　　8.Bright and Color Adjust Switch
	书签96B3707C　　　　　　　　　　2.Power Switch\(Adapter Supply/Off/Battery Supply\)
	书签EEE4036F　　　　　　　　　　7.Adaptor Socket
	书签0F9AA242　　　　　　　　　　L bottom
	书签2ACC84CD　　　　　　　　　　Operate Instruction
	书签DEF88A6D　　　　　　　　　　1.Turn On:
	书签A63EB1F2　　　　　　　　　　1
	书签4028A6B4　　　　　　　　　　2
	书签6F3FE390　　　　　　　　　　Battery Supply: Please install battery on the lithium battery clip. Press the battery icon power switch to turn on the LED light.
	书签B8408C2D　　　　　　　　　　Adaptor Supply: Please plug the DC adaptor to the adaptor socket, then adaptor cable connect to 110v 60Hz or 220V 50Hz.Press to adaptor icon power switch to turn on the LED light.
	书签272E76E6　　　　　　　　　　Caution: After turned on the power,the light keeps all the setting as last power on status.
	书签CF63C32B　　　　　　　　　　2.Brightness /Color Temperature Adjust Dial:
	书签AE802C26　　　　　　　　　　1
	书签E526E1C9　　　　　　　　　　2
	书签4D13AB3A　　　　　　　　　　Press the quick brightness adjust button. Recycle to change to power between 1%,25%，50%,75% and 100%.
	书签9F498513　　　　　　　　　　Caution: The ﬁrst press this button will go to the closest power level base on the existing power.
	书签8AEFDC48　　　　　　　　　　Caution: Adjust one of the LED light power, the power will sync to the other LED light which under the samechannel and group.
	书签D575D226　　　　　　　　　　3.Channel and Group Setting:
	书签BFB6D28D　　　　　　　　　　1
	书签77D4F2FF　　　　　　　　　　2
	书签9CC11BDA　　　　　　　　　　Press Channel Setting Button[        ], CH on display will ﬂash, then rotate the channel adjust button tochange the channel between CH01- CH48. Press the channel setting button or wait for 4sec to conﬁrm the channel.
	书签E8B9DA6A　　　　　　　　　　CH
	书签8CB2DF2A　　　　　　　　　　1\)This light can be set between 1- 48 channel, no interference if the lights in different channel.
	书签80A1054F　　　　　　　　　　3\)To control the lights in the same group, you have to set in the same channel ﬁrst.
	书签DA0E98A8　　　　　　　　　　Caution: Adjust one of the LED light power, the power will sync to the other LED light which under the same channel and group.
	书签9A4D514D　　　　　　　　　　4.Wireless Control:
	书签2BAB234A　　　　　　　　　　1
	书签92594CF3　　　　　　　　　　2
	书签EC66CB9C　　　　　　　　　　Make sure the master and slave light in the same channel.
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	书签A40C6C1B　　　　　　　　　　3
	书签47727928　　　　　　　　　　Brightness adjust in the different group.
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	书签3B387278　　　　　　　　　　Press group setting button［GP］switch to the group that you want to control.
	书签4797ACFF　　　　　　　　　　You can adjust the brightness during the group icon keep ﬂashing. This master light setting will not effect.
	书签AFB49146　　　　　　　　　　Press again control mode button or wait for 4sec to exit the control mode.
	书签8F9F2CA9　　　　　　　　　　5.Turn off the light power will keep the existing setting, turn on the light again in the next time; all the setting will be the same.
	书签D2B6A781　　　　　　　　　　Caution
	书签55E74B6D　　　　　　　　　　1.Do NOT put the light under high temperature and high humidity area.
	书签96E2FD3E　　　　　　　　　　2..Do NOT put the light in water or use under raining.
	书签FC0D74B9　　　　　　　　　　3.Caution when using battery:
	书签210B0F2E　　　　　　　　　　Do NOT throw the battery in fire or increase the temperature.
	书签3425D2FB　　　　　　　　　　When use all the battery power, the battery easily to leak. To avoid this case, please take out the battery from the product when long time not using the product.
	书签22CED70F　　　　　　　　　　1
	书签0D50DA1D　　　　　　　　　　2
	书签C52618CA　　　　　　　　　　Package included
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	书签8B099FD2　　　　　　　　　　Input Power Cable
	书签7122BBB8　　　　　　　　　　1PC
	书签54ABF7C0　　　　　　　　　　5
	书签8CA45BD1　　　　　　　　　　Manual
	书签1D489311　　　　　　　　　　3
	书签4493E0A7　　　　　　　　　　Adaptor
	书签C817C22C　　　　　　　　　　1PC
	书签F584C316　　　　　　　　　　6
	书签C2DF9FB8　　　　　　　　　　 Warranty Card
	书签0C5339FD　　　　　　　　　　1PC
	书签C4D7C909　　　　　　　　　　1PC
	书签90F46305　　　　　　　　　　1PC
	书签734B0850　　　　　　　　　　Series
	书签D530866A　　　　　　　　　　Name
	书签061653C1　　　　　　　　　　Qty
	书签227A109A　　　　　　　　　　     Thank you for choosing Pixel Enterprise Limited product and read this user manual. Should you have any questions, please contact the local dealer or visit our 
	书签8E66BC64　　　　　　　　　　 website:http://www.pixelhk.com 
	书签4F79F174　　　　　　　　　　      Before using this product, you must read the manual and fully understand how to use it and ensure that you can easily handle the operation method and also use it properly.
	书签F1D5FC24　　　　　　　　　　      This LED light is controlled by MCU. Everything shows on the display like the status, output power, power adjustment, single color temperature 5600K, dual color temperature 3200K-5600K; Safety to isolate power supplied by DC voltage. This LED light can use the recorder battery which is more convenience to use for outdoor shooting. Internal temperature protects circuit and heat reduces system.
	书签53C816B7　　　　　　　　　　Dim the brightness adjust dial to change the light power. Display will show the existing light power and adjust range in 1%-100%. Press once switch to color temperature mode, dim the dial again to change the color between 3200K-5600K.
	书签CEF65187　　　　　　　　　　2 x NP-F Lithium Battery
	书签BE274002　　　　　　　　　　Press Group Setting [ GP ] change to the next group, total A,B,C,D,E,F groups and display shows the existing group. When switching to the different group, the LED will also change the setting base on the new group
	书签E006B5B4　　　　　　　　　　2\)This light can be set between A.B.C.D.E.F. group, each group can have a lot of lights.
	书签72244DAD　　　　　　　　　　100%
	书签1CEF6B84　　　　　　　　　　5600K
	书签8C068040　　　　　　　　　　01
	书签D863690A　　　　　　　　　　CH
	书签830B40F7　　　　　　　　　　A


